GLUED CAP

BRASS "RISER", 180° RETURN BEND
OR TWO 90° BENDS WITH1/8"WIRE
SST 24" MIN. ABOVE GRADE GALV. CAP

6" LONG 2" DIA.
GALV. PIPE SUPPORT
BRASS SCHED. 40 PIPE ° 9
FRAME SEE PLAN SS-100 0
COVER SEE PLAN SS-120
CONCRETE COLLAR AROUND PERFORATED 8"
STRUCTURE SEE PLAN SS-090 WHITE PVC PIPE
WITH CAP
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o o 2" MIN. "L" BRACKETS
(3) - EVENLY SPACED

= (STAINLESS STEEL
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6" PVC BRASS \
VALVE STACK UNION \; CONCRETE COLLAR
_ INSTALE: L
NO LID INSTALI
30" CONE SECTION BRASS_PIPE REDUCER
MATERIAL SUBM'WA'-\ \ AIR RELEASE VALVE
REQUIRED APCO MODEL 200A
T RN 73T 37 923037 52T
Tozas o fod gt
BALL VALVE TYPE CORP STOP z TP N85 53 50555 1o \
RATED TO WITHSTAND HYDROSTATIC A
PRESSURE TEST - TYPE "K" ' S L 4" x 8" CONCRETE PAD
BRASS 90° ELBOW

COPPER TAP TO BE AT TOP

OF PIPE. BALL VALVE COMP X IP - VALVE STACK

TO BE 6" ABOVE ROCK GRADE

#;"!:n (FOR 2" USE RSWGV INSIDE)
_{}‘“ o CRUSHED
Q‘z‘,md *’f ggﬁl;«scéme ToP 8" OF 5/8" DRAIN ROCK
SADDLE - ROMAC SST 202S MINIMUM
WATER MAIN
NOTE:
NOT TO BE LOCATED IN TRAFFIC
AREAS OR PARKING LOTS.
@ 1 " AND 2 " AIR RELEASE VALVE
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