18' MIN

CENTERED ON WATERLINE OPTION "A"
CROSSING
SEWER MAIN OR / B’RA EEE\I/\%N%N
SERVICE LATERAL
_+_ ——— [ .E.
6"MIN

CL 52 D.LP. (EPOXY COATED) /

ROMAC 501 LONG BARREL COUPLING
OR C-900 P.V.C. PIPE (C-905 (OR APPROVED EQUAL)
FOR GREATER THAN 12" DIA.) TYPICAL
SECTION VIEW
18' MIN
CENTERED ON WATERLINE OPTION "B"
WATER MAIN CROSSING
SEWER MAIN OR OR SERVICE
SERVICE LATERAL Q/
_L ~— IE
6"MIN

6 ! , )

STANDARD GRAVITY SEWER MATERIAL CENTERED
ON WATER MAIN SO THAT JOINTS ARE AS FAR AS
POSSIBLE FROM THE WATER LINE
CLASS 3000 CONCRETE ENCASEMENT-MINIMUM
6" THICKNESS AROUND THE WATERLINE
(CONCRETE WILL ACHIEVE FINAL SET BEFORE BACKFILLING IS ALLOWED)
WATER LINE TO BE WRAPPED IN 10 MIL PLASTIC SHEETING

SECTION VIEW
18' MIN
CENTERED ON WATERLINE OPTION "C"
WATER MAIN CROSSING

SEWER MAIN OR OR SERVICE
SERVICE LATERAL Q/

—*— —-—— |.E.

6"MIN

STANDARD GRAVITY-SEWER MATERIAL ENCASED IN

1/4" THICK CONTINUOUS STEEL*, CL 52 D.L, OR C-900

P.V.C. PIPE WITH A DIMENSION RATIO (DR VALUE) OF

18 OR LESS, WITH ALL VOIDS PRESSURE GROUTED WITH

SAND-CEMENT GROUT OR BENTONITE.

COMMERCIALLY AVAILABLE PIPE SKIDS AND END SEALS ARE ACCEPTABLE.
* STEEL PIPE TO HAVE COROSION PROTECTION.

SECTION VIEW

USE THIS STANDARD PLAN WHEN SANITARY SEWER LINE IS BELOW WATER LINE & THERE IS LESS THAN 18"

BETWEEN LE. OF WATER AND CROWN OF SEWER LINE. CROSSING TYPE TO BE SPECIFIED ON CONSTRUCTION
PLAN OR AS DIRECTED BY THE ENGINEER.

WATER-SEWER X-ING
SEWER UNDER WATER
-LESS THAN 18" SEPARATION

WATER-SEWER CROSSING

STANDARD PLAN: CITY ENGINEER APPROVAL:
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