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STAPLES- 4" APART, ~~ / 
STAGGERED, 6" 0. C. 

6" MIN. END 
OVERLAP 

EROSION CONTROL 
BLANKET 

SHINGLE SPLICE -SECTION 0 

EROSION CONTROL 
BLANKET 

NATIVE SOIL- FOLLOW 
INSTALLATION STEPS 

2 ROWS OF STAPLE (TYP.)-
4" APART, STAGGERED, 6" 0. C. 

INITIAL ANCHOR- DETAIL 0 

INSTALLATION STEPS: 

1. Prepare smooth slope. 

2. Amend soil and seed, as specified. 

3. Dig anchor trench. Set aside native 
soil removed from trench. 

4. Secure blanket in anchor trench, 
staking or stapling blanket as shown. 

5. Replace native soil previously 
removed from trench. 

6. Roll blanket down the slope in a 
controlled manner, taking care 
to remove excess slack, and taking 
care not to stretch blanket. 

7. Stake or staple blanket as shown so there 
are no gaps between the blanket and the soil. 
Staple while unrolling blanket to minimize 
walking on blanket. 

2 ROWS OF STAPLES 
4" APART, STAGGERED, 
6" 0. C. PLACED WITHIN 

6" OF BLANKET EDGE. 

ISOMETRIC VIEW 

EXTEND BLANKET FAR ENOUGH OVER 
CREST OF SLOPE TO EFFECTIVELY 
PREVENT UNDERCUTTING AND TO 
PROVIDE SECURE ANCHORING 

FASTENER 
(TYP.) 

18" MAX. 
(TYP.) 

NOTES 

1. More than the minimum of one fastener per square 
yard may be required due to conditions such as 
blanket composition, soil type, surface uniformity, 
and slope steepness. 

2. See Standard Specification 8-01.3(3) and 9-14.5)2). 

3. Use manufacturer's requirements. When manufacturer's 
requirements are not provided, use installation 
requirements shown on Standard Plans. 

4. Additional staples may be required on slopes 
greater than 3H : 1V. 

6" MIN. EDGE 
OVERLAP EXTEND BLANKET 24" BEYOND 

TOE OF SLOPE OR TO EDGE 
OF VEGETATION- WHICHEVER 
IS CLOSER 
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